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HÄFELE CONNECT MESH SWITCHES
Multi-function and Motion Detector Switches

> Mesh control switch controls all light colours (monochrome, multi-white, RGB)
> Bluetooth® wireless control of lights in a Häfele Connect Mesh network
> On/off, dimming, change colour (RGB) or colour temperature (multi-white)
> Recessed in drilled hole or surface mounted with supplied switch housing
> Colour: Faceplate: Black; Housing: White
> Housing Dimensions: (L x W x H): 47 x 47 x 15 mm (1 7/8” x 1 7/8” x 9/16”) or for recessed mounting

drilling diameter is 40mm (1 5/8”)

Description Item No.
Häfele Connect Multi-function switch 850.00.952
Supplied with
1 furniture switch
1 surface mount housing

Requires 1 x CR2032 button cell lithium battery (002.99.032) – sold separately

Multi-function Häfele Connect Mesh furniture switch

> Use Connect Mesh App to customize: Run-time, brightness, and soft-off settings
> Available in 12V and 24V versions for powering the switch
> The modular lead cables are for power supply only. The switching is controlled by via Bluetooth®
> Sensor range is 3 m (approximately 10 ft.) with sensor angles of 80 degrees horizontal; 70 degrees

vertical
> Mounting: Recess in drilled hole or surface mount with supplied switch housing
> Colour: Black
> Housing Dimensions: (L x W x H): 47 x 47 x 15 mm (1 7/8” x 1 7/8” x 9/16”) or for recessed mounting

drilling diameter is 40mm (1 5/8”)

Description Item No.

24V Häfele Connect Direct power motion detector
850.00.954
850.00.955

Supplied with
1 motion detector switch, 1 surface mount housing

Requires one 12V modular cable (833.95.788) or one 24V modular cable (833.95.791), both are sold 
separately

Direct powered motion detector

12V Häfele Connect Direct power motion detector
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HÄFELE CONNECT MESH SWITCHES
Multi-function and Motion Detector Switches

> Use Connect Mesh App to customize: Run-time, brightness, and soft-off settings
> Battery powered with an approximate life of > 1 year
> Sensor range is 5 m (approximately 16 ft.) with sensor angles of 90 degrees horizontal; 90 degrees

vertical
> Mounting: Recess in drilled hole or surface mount with supplied switch housing
> Drill hole Ø: 40 mm (1 5/8”)
> Colour: Black
> Housing Dimensions: (L x W x H): 47 x 47 x 15 mm (1 7/8” x 1 7/8” x 9/16”) or for recessed

mounting drilling diameter is 40mm (1 5/8”)

Description Item No.
Battery powered motion detector 850.00.953
Supplied with
1 motion detector switch
1 surface mount housing

Requires 1 x CR2032 button cell lithium battery (002.99.032) – sold separately

Battery powered Häfele Connect Mesh motion detector




